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Executive summary

Objective

To determine the fire hazard properties of veneered FR MDF subjected to a test in accordance with AS
ISO 9705:2003 R2016 and AS 5637.1:2015.

Sponsor
Briggs Veneers Pty Ltd, 409 Victoria Street, Wetherill Park, NSW, 2164, Australia.

Summary of tested specimen

The Hoop Pine 12mm FRMDF boards were screw fixed to the test room walls gising plasteroard
screws. The boards lined three walls and the ceiling, with the wall with the door ot I|ne

The specimen was tested against the performance criteria for wall and ce|I gs sp
ISO 9705:2003 R2016 and AS 5637.1:2015.

Test results @ ’@
The specimen achieved the following performance requirem defin ISO 9705:2003

R2016, AS 5637.1:2015: 6
. Group number : 2 60

. SMOGRARgc (M2 52 x 1000)

The specimen achieved the following performan quirem |ned in the C/VM2 — Verification
Method: Framework for Fire Safety Design: G Q

° Group number

o Average smoke production ra&i0

Date of test

18 December 2018 \&\\

N c;\
?‘\\}
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1. Construction details

1.1 Test assembly

The test assembly comprised of a fire test room whose ceiling and three walls were lined with the
material being subjected to the test. The fire test room comprised of studwork walls and ceiling lined
with plywood and two layers of 16mm thick fire grade plasterboard on the internal side. When unlined
the fire test room had the internal dimensions of 3600mm long x 2400mm wide x 2400mm high. The
short wall opposite the ignition source had a centrally located doorway opening 800mm wide x 2000mm
high. The room was lined with the sample material on the three walls and the ceiling, leaving the wall
with the doorway opening unlined.

1.2 Test specimen

The test specimen was conditioned in a conditioning chamber at 23°C and 500/ H until it re hed
constant mass. The Hoop Pine-veneered 12mm FR MDF boards were ins @ the

% tres, m
red wall p, t e rlght

walls and ceiling using plasterboard screws. The screws were fixed at 600
offset from the edges. The ceiling panels were installed first, followed by%he
and then the left wall panels.

The burn room was lined by eleven panels of various sizes as detajl below,

2

Quantity Location

2
Right wall
1 § X 2386mm
2 mm x 2386mm
Left wall
1 ~ 86mm x 2386mm
2 Rear wall & ‘o 1200mm x 2386mm
3 Ceiling 1200mm x 2400mm

O\
o
methods

sidered hygroscopic and were therefore conditioned at 23°C
re tested on the same day as installation.

Table 1 Relative size aﬂx\()on of t

1.3 Assembly stal

The Hoop Pine- -vene
at 50% relative h he als

The wall sy con cte and completed on 18 December 2018 by representatives of
Warringtonfi tralla

& fo
?Q‘
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2. Schedule of components

Iltem ‘ ‘ Description
Lining
1. Product name Hoop Pine veneer on 12mm FLAMEBLOCK FRMDF
Material Natural pale-brown coloured Fire Retardant MDF (FR MDF). Briggs Flameblock

FR MDF is made primarily from softwood (gymnosperm) wood fibres with up to
5% hardwood (angiosperm) wood fibres. The wood fibres are bonded together
with melamine-urea-formaldehyde (MUF) adhesive. Fire retardancy is imparted
by phosphate and other inorganic salts in the proportion 9% to 10% by weight.

The veneer was adhered to the MDF using heat-cured crosslinked PVA.

Measured uncut | 2400mm x 1200mm x 13.5mm thick (measured)

sheet size (12mm thick Flameblock sandwiched in between two |
veneer (as nominated by the client))

rs of 0.6mm Hick

Mass per unit area | 9.99 kg m (unconditioned)

Installation The MDF boards were screw fixed to the ]
plasterboard screws (item 2). The ceiling p@N

the rear wall panels and lastly the right
with the full width and length panel % rows
he wall panels were

through the centre of the panels leggtfwi
600mm centres, with a 50mm offs m the_e .
trimmed by 14mm to allow fi e ceiling p, kness. The same screw
centres were used, with %@(set frcm edges of the panels.

)ng was installed
were used, one
es. Fixings were at

Fixings
2. Product name #8 x 65mm Nee@ﬁne thre &erboard screw
Installation Used to screw fix t anels the room walls and ceiling. Screw

holes were rilled.
Table 2 Schedule of compon
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3. Test procedure

3.1 Statement of compliance

The test was performed in accordance with the requirements of AS 1ISO 9705:2003 R2016 and AS
5637.1:2015 with the purpose of determining the group number that may be assigned to the material
using the classification schemes given in AS 5637.1:2015 and “C/VM2 — Verification Method:
Framework for Fire Safety Design”.

3.2 Variations to test method

None.

3.3 Pre-test conditioning
The burn room was lined with the sample material on 18 December 2018, P@constr%
I

panels were conditioned between 4 December 2018 to 12 December 2018&/ ditionj
to 50% relative humidity at 23°C. The samples were conditioned until hidved a n mass,
which was determined by weighing the sample on 24-hour intervals. T ples we n installed

and tested on the same day. @ c.
3.4 Sampling/specimen selection :6 \
The laboratory was not involved in sampling or selecting @e pecthhe reaction to fire test.

3.5 Ambient temperature

The ambient temperature of the laboratory at tI‘@rt of the &as 25°C and varied between 24°C
and 26°C during the test.

3.6 Test duration Q
The flashover occurred 756 second®36 sec@ er burner ignition.

3.7 Instrumentati ent

The instrumentation was edinac nce with AS ISO 9705-2003 R2016 and is detailed below:

° The fire tes con Ivanised studwork walls on three sides and ceiling, where
each wagrt ith t yers Of 16mm fire grade plasterboard supported by 15mm thick
plywood e extqrnal Sigle. The floor comprised of 9mm thick cement sheeting. Without the
speq@fgn lining, t m had inner dimensions of 3600mm long x 2400mm wide x 2400mm
hi a doo Omm wide x 2000mm high centrally located in one of the shorter walls.

° ignitio & e was a propane gas fuelled box burner, whose specifications were in
accorda n%h those given in AS ISO 9705:2003 R2016 Annex A. The burner was placed on
the flo@ e corner of the room, opposite the doorway, where two of the side walls of the

b e as close as possible to the specimen material. The gas flow during the test was

cg%d to provide an amount of gas equivalent to 100 kW of power during the first ten

mintes of heat exposure and 300 kW of power during the second ten minutes of heat
exposure.

° The heat-flux emanating from the fire generated in the room was measured by a Schmidt-Bolter
type heat-flux gauge, placed within the floor in the middle of the room.

° The products of combustion were collected in an exhaust hood adjacent to the doorway,
outside of the room. The hood was connected to an exhaust duct 400mm in diameter, within
which were instruments to measure the conditions and properties of the combustion products
during the test.

RTF180222.1 Page 8 of 27
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° The volume flow rate was determined using bidirectional pressure probe attached to a
differential pressure transducer in conjunction with a Type K MIMS thermocouple located near
to the probe.

° Smoke obscuration measurements were made using a pair of aligned lenses with a halogen
lamp placed at the focal point of one lens and a photo-detector placed at the opposing focal
length of an identical lens on the opposite side of the duct. The amount of light obscuration was
then determined by comparing the output voltage from the photo-detector before the ignition
source was lit to the output voltage of the photo-detector during the test. The temperature of
the exhaust stream near to the light beam was measured using a Type K MIMS thermocouple.

o An exhaust sampling probe sampled the combustion products which were then analysed by a
SERVOMEX 4100 gas purity analyser. The oxygen concentration during the test was
determined by paramagnetic oxygen analyser, whilst the carbon monoxide and carbon dioxide
concentrations were determined using infrared sensor equipment, also within the SERVOMEX

analyser. \
SN
3.8 System performance

A calibration test was carried out prior to the testing of the product. T| burne s placed directly
under and 1000mm below the exhaust hood and the gas supply urner usted such that
the power output from the burner was 0 kW for 2 minutes, the W for f@utes then 300 kW
for a further five minutes, then 100 kW for five minutes and 0 kw f minutes, after which
time the test was stopped. Data from instruments was ected an d every 3 seconds. At
steady state conditions, the difference between the meg t@ of heat e over 1 minute calculated
from the measured oxygen consumption and that cal@® 4@ dTrom thg ed gas output did not exceed
5% for each level of heat output and so complia&th e requi s of AS ISO 9705:2003 R2016

CE

e

Section 10.1.

The system response was determined by calcUlating theaverdge time taken for the measured rate of
heat release to be within 10% of the fin@asure f rate of heat release. System response
data is shown in Table 1 of Section 4 a&n syste se has been calculated to be 15s, which is

L)
within the 20 s limit required to comw AS |36;2003 R2016.
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warringtonfire

4. Test measurements

4.1 Initial conditions

The horizontal wind speed at a horizontal distance of 1000mm away from the door opening was
measured just prior to the test and was found to be 0.2 - 0.4ms™, which is less than 0.5ms and so
satisfies the requirement of AS ISO 9705:2003 R2016 Section 12.1.2. The ambient temperature in the
region of the fire test room was 25°C at the start of the test.

4.2 Heat flux measurements

The heat flux measurements are provided in Figure 5 in Appendix C.

4.3 Volume flow rate measurements

The volume flow rate measurements are provided in Figure 6 in Appendix C\O\ %

4.4 Heat release rate measurements b
The rate of heat release from the specimen and the burner are provi@ igure@A endix C.
4.5 Carbon monoxide and carbon dioxid duc ates

The rate or production of carbon monoxide and carbon dioxide”are \@ Figure 8 and Figure 9
respectively in Appendix C. 6
4.6 Light obscuration measureS;Q @

pendixQ

The smoke production rate is given in Figure

4.7 Observation \KQ O\

Table 6 in Appendix B includes ob ns of % ghificant behaviour of the specimen and details

of any occurrence of the vari rformagg teria specified in AS ISO 9705:2003 R2016.
Photographs of the specirrl waeluded iR &
4.8 Calibratio ’&i

bndix D.
t ed in Table 3 below.

Heat
Measured Time (s)
(kw)

The results of the ca@ion teg

Variance Response

Time ‘ Target heat | Heat output
(%) time (s)

interval (s) : output (kVv) ‘ (kW)

0
120 20 101 102 186 0.6 12

420to 72 \)300 301 300 393 -0.2 15

720 to 102 100 101 99 747 -2.2 18

1020 to 1140 0 0 0 0 0 0
Table 3 Response time measurements during the step calibration process

The response time, or delay time, as defined in AS ISO 9705:2003 R2016 Section 10.2, of the system
was found to be 15 seconds. This is in accordance with AS 1ISO 9705:2003 R2016 Section 10.2, which
requires the delay time to be less than 20 seconds.

At steady state conditions, the difference between the mean rate of heat release over 1 minute
calculated from the measured oxygen consumption and that calculated from the metered gas output
did not exceed 5% for each level of heat output.

RTF180222.1 Page 10 of 27
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5. Performance criteria and test results

Australia

The National Construction Code of Australia (NCC) and AS 5637.1:2015 allow the classification of
materials by Group Number, which indicates the amount of time taken for the material being tested to
reach flashover under AS ISO 9705:2003 R2016 test conditions. The NCC and AS 5637.1:2015 define
flashover to be heat release rate of 1 MW, so materials are classified, in accordance with NCC 2016
Spec C1.10 and AS 5637.1:2015, by the time taken for the heat release rate, as measured during the
AS ISO 9705:2003 R2016, to reach 1 MW as per the scheme below;

o Group 1 — Materials classified as Group 1 do not reach flashover after ten minutes exposure to
a heat source delivering 100 kW immediately followed by a further ten minutes exposure to 300
kW.

° Group 2 — Materials classified as Group 2 reach flashover after ten m|nu of exposur toa
100 kW heat source.

o Group 3 — Material classified as Group 3 reach flashover afteg tw tes b e en
minutes of exposure to 100 kW heat source. §

° Group 4 — Materials classified as group 4 reach flashover b mln posure toa

100 kW heat source.
The material subjected to this AS ISO 9705:2003 R2016 test .ged a h&at ase rate of 1 MW

after 36 seconds exposure to a 300kW heat source. Therefore yst |eved a classification
of Group 2. %

The NCC and AS 5637.1:2015 also define the smok rate j r SMOGRARC, as a quantity
which may be obtained from the smoke obscuratlon megsurem ained in the AS ISO 9705:2006
R2016 test. The SMOGRARc for a material is ed by fingigO\the maximum value of the average
rate of smoke growth, where the averages ar from th smoke obscuration determined over

intervals of one minute, then dividing thatélue the ti%that aximum occurred and multiplying the

result by 1000
The maximum average rate of smo &h for thi rial occurred at 618 seconds into the test and
was found to be 3.8 m2s1, Trler e SMQ (in m2s2 x 1000) value for the material is 4.7.

Results

Criterie

Group number
SMOGRARc (in m2s2
Table 4 Aus aI| n tes{Y

4.7
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New Zealand

AS 1SO 9705:2003 R2016 standard states that it is identical to and has been reproduced from ISO
9705:1993, therefore the data obtained from the test referenced in this report may be referenced where
data obtained from an ISO 9705:1993 are required.

New Zealand Ministry of Business, Innovation and Employment’s verification method “C/VM2 —
Verification Method: Framework for Fire Safety Design” provides guidelines on establishing group
numbers for lining materials. The classification scheme allows classification of materials by group
number, which indicates the amount of time taken for the material being tested to reach flashover under
ISO 9705:1993 test conditions. The scheme defines flashover to be a heat release rate of 1 MW so
materials are classified, in accordance with Appendix A of C/VM2, by the time taken for the heat release
rate as measured during the ISO 9705:1993 test, to reach 1 MW as per the scheme below;

o Group 1 — Materials classified as Group 1 do not reach flashover after ten minutes exposure to
a heat source delivering 100 kW immediately followed by a further ten minutes exposure to 300
kw.

° Group 1 — S — Materials that are classified as Group 1-S do no @rlashov xar en

minutes exposure to a heat source to a heat source delivering 400 kW, immedi Q}I owed
by a further ten minutes exposure to 300 kW and in addition t verage sn@) oduction
rate for the period between 0 and 20 minutes of the test peri not eg;ee /0 m2s1,

o Group 2 — Materials classified as Group 2 reach flashov, ten m f exposure to a

100 kW heat source.

° Group 2 — S — Materials that are classified as ro&S %ach flashover after ten
minutes exposure to a heat source delivering kW and tion the average smoke
f

production rate for the period between 0 an tes o period does not exceed 5.0
m?2st,

o Group 3 — Material classified as Gr ach fl g after two minutes, but before ten
minutes of exposure to 100 kW heat s .

° Group 4 — Materials classified s@m 4re over before two minutes of exposure to a
100 kW heat source. &

The material subjected to this | @72003 @ached flashover after 10 minutes of exposure to
100 kW but before a furtherx sofe @e to 300 kW. Therefore the material may be given a

classification of Group 2 —3:

Between 0 and 10 mi the te iod the average smoke production rate was 0.77m?s?,
therefore the C/VM2 ificatio : Framework for Fire Safety Design classifies this material as
Group 2 - S. ’

Criteria

Group nu
S }e prodt&) ate (0 to 10 minutes) 0.77 m?s?t

4

nd test results

RTF180222.1 Page 12 of 27
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6. Application of test results

6.1 Test limitations

The results of these fire tests may be used to directly assess fire hazard, but it should be recognised
that a single test method will not provide a full assessment of fire hazard under all fire conditions.

These results only relate to the behaviour of the specimen of the element of the construction under the
particular conditions of the test. They are not intended to be the sole criteria for assessing the potential
fire performance of the element in use, and they do not necessarily reflect the actual behaviour in fires.

6.2 Variations from the tested specimen

This report details methods of construction, the test conditions and the results obtained when the
specific element of construction described here was tested following the procedurggoutlined in Ag 1ISO
9705:2003 R2016. Any significant variation with respect to size, construction d loads e
edge or end conditions is not addressed by this report. X

ul®be re

S,
It is recommended that any proposed variation to the tested configuratio o] f 0 the test
sponsor. They should then obtain appropriate documentary evidence of iance fron@rringtonfire
Australia Pty Ltd or another registered testing authority. C.
6.3 Uncertainty of measurements Q@ (’}'

Because of the nature of fire resistance testing and coffsequ iMeulty in quantifying the
uncertainty of measurement of fire resistance, it is not E e to pro tated degree of accuracy

of the result. O

RTF180222.1 Page 13 of 27
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7. Conclusions

The Hoop Pine-veneered 12mm FR MDF wall and ceiling lining has been subjected to a reaction to fire
test in accordance with AS 1ISO 9705:2003 R2016 and AS 5637.1:2015.

The specimen achieved the following performance requirements as defined in AS ISO 9705:2003
R2016, AS 5637.1:2015, and the National Construction Code of Australia (NCC):

° Group number : 2
o SMOGRARc (in m?s2 x 1000) : 4.7

The specimen achieved the following performance requirements as defined in the C/VM2 — Verification
Method: Framework for Fire Safety Design:

° Group number : 2-S

o Average smoke production rate : 0.77 m?s? O\ %

RTF180222.1 Page 14 of 27
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Appendix A Drawings of test assembly
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Figure 2 Ceiling (from above)
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Figure 4 Left wall
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Appendix B Test observations

Table 6 shows observations of any significant behaviour of the specimen during the test.

Observation

00 00 Reaction to fire test is started.

02 00 Burner ignition with an output of 100kW.

02 45 Discolouration of panels at burner corner was observed.

03 00 | Spread of flames on the panels was observed.

03 11 Debris was observed falling from the ceiling.

03 20 | Smoke was observed coming out of the door.

03 35 Flaming of the ceiling panels was observed. &

04 00 | Larger debris was observed falling from the ceiling. > A Pa\

04 20 Panels around the burner corner charred.
04 40 | Flaming of the back wall next to the burner was observegs w X(Q

04 50 | Flaming of the right wall next to burner was observeg. ’\'
05 20 Discolouration at the top of the left wall panels was obS€rved.

05 50 Flame spread reduction and charring of the Wanels wa$§ obgerved.

06 50 | Large debris was observed falling from the g.

12 00 | Burner output increased to 300kV\§.‘ 5 > 'CQ
12 19 | Large debris observed falling from t eiling.,.‘

12 30 Flame spread to all panelw offserved. ‘o

12 36 | 1MW heat released WWrmed

12 40 | Flame was obs;cve( s’%ng thrMVdoor

13 05 | The fire test Neled.

Table 6 Testobse% S
S ON
.C \Q
/\\Q\\é\
v

RTF180222.1 Page 18 of 27



WCIl'l’iI'lg' tonfire RTF180222 R1.0

Appendix C Test data
C.1 Heat flux
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Figure 5 Heat flux vs time \'® Q
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C.2 Volume flow (b,
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Figure 6 Volume flow rate in duct vs time
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C.3 Heat release rate
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Figure 7 Heat release rate (HRR) of speC| burner, @
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Figure 8 Production of carbon monoxide vs time, at reference temperature and pressure
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C.5 Carbon dioxide production

RTF180222 R1.0
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Figure 10 Production of light obscuring smoke vs time, at reference temperature and pressure
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C.7 Temperature at different heights
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Appendix D Photographs

Figure 12 The specimen before commg

Figure 13 Specimen 5 seconds after ignition of burner.
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Figure 14 Specimen 50 seconds after ignition

Figure 15 Specimen 1 minute and 45 seconds after ignition of burner.
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Figure 16 Specimen 3 minute and 57 second

Figure 17 Specimen 7 minute and 55 seconds after ignition of burner.
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Figure 18 Specimen 17 seconds after burner g8 i dto 300kW.

Figure 19 Specimen at flashover.
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Figure 20 Specimen at the end of the reactio

Figure 21 The specimen after the reaction to fire test
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